INSTALLATION DRAWING

FLAG POLE ANTENNA USING EXTENDED BRACKET ON Ø10" TO Ø14" POLE
(CSS KIT # 919040-AD)
(USE ONLY UNDER SHROUD)

- Ø10" - Ø14" NOMINAL PIPE POLE
- MOUNTING GUIDE LIP OF FLAGPOLE ANTENNA ALLOWS EASE OF MOUNTING
- POLE STRAP (2 PL) (SUPPLIED BY CUSTOMER)
- INSTALLATION, BRACKET, EXTD, FLAG POLE

NOTES:
1. ALL DIMENSIONS ARE IN INCHES [MILLIMETERS].
2. THE BRACKET KIT INCLUDES EXTENDED BRACKETS & 3/8" HARDWARE. POLE STRAPS TO BE SUPPLIED BY CUSTOMER & NOT INCLUDED IN THE KIT.
3. REFER ANTENNA'S MECHANICAL & ELECTRICAL SPEC SHEET FOR MORE DETAILS.
4. SAFETY MUST BE TAKEN AT ALL LEVELS DURING RIGGING & INSTALLATION.

DISTANCE BETWEEN POLE STRAP
75.9 in [1927 mm]

SHOWN 6FT FLAG POLE ANTENNA
(CSS ANTIMA MODEL X/CAP-665)